UV-MAX

MOBILE - UVC
SURFACE DISINFECTION
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LAB-TESTED EFFICACY DEMONSTRATING 99.99+% ELIMINATION OF BACTERIA & VIRUS

PIR Sensing Safety

Total Corner UVC Shut-Off Coverage

Lamp Protection Frame

Anti-Microbial
Teflon-Coated Powder Coated
Shatterproof Quartz Lamps Frame
Emergency Audible
Shut-Off Countdown / In-Use
Button Alarm
User-Friendly Programmable

Base Corner Impact

Touchscreen Bumpers

6" Commercial
Casters / Rubber

IP-56 Splash-Proof Fans Wheels
APPLICATION EXAMPLES

*Linen Transport Vehicles *Restaurants / Hotels *Manufacturing Facilities

*Surgical Pack Rooms *Operations Centers *Gym / Fitness Centers

*Nursing Homes / Senior Centers *Locker / Break Rooms *Schools / Lecture Halls

*Offices & Work Stations *Prisons / Jails *Police Dept. / Firehouses

*Hospitals / Medical Facilities *Churches / Shelters *Airports / Mass Transit Hubs




UV-MAX SPECIFICATIONS

Total Watts: 880 Watts 30 Operating Wt: 200 lbs
UV-C Output: 320 Watts Shipping Wt: 495 Ibs
Wavelength: 254nm |
Amp Draw: 8 amps
Input Volts: 120v AC s i
Lamp Type: LP, High-Output —
Lamp Qty: 8
Lamp Length: 54 Inches
Lamp Life: 15,000 Hours
PIR Sensor(s): Yes (2)
Distribution: 360 Deg. 7"
Touchscreen: Yes 73"
Audible Alert: Yes
Wheel/Caster: 6: (2-Locking)
Dimensions: 30"x30"x73"H : Pl
Weight: 200 Ibs /e
Efficacy: 99.99+%
Controls: UL Rated
Warranty: 2-Years SIDE VIEW UV-MAX REAR VIEW UV-MAX
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The above listed treatment times are based on widely acceptable inactivation dose levels of
50,000 pWs/cm? (bactericidal) or 100,000 pWs/cm? (sporicidal). It is offered as a reference point,
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